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Dust Caps and Dust Plugs

The use of dust caps and dust plugs keeps mating surfaces of disconnected couplings clean, and extends the useful life of 
seals and mechanical components. Plug dust caps prevent damage to plugs that could make a coupling unusable. All dust 
caps and plugs offered for Hansen couplings are listed on this page and the next.  

HK-Style Dust Caps and Plugs

Vinyl Socket Dust Plug

Vinyl Plug Dust Cap

Metal Plug Dust Cap

Metal Socket Dust Plug

Coupling Plug Dust Cap Part No. Socket Dust Plug Part No.

Type Series Metal Vinyl Metal Vinyl

1-HK PDC-1-HK* P-PDC-1-HK SDC-1-HK* P-SDC-1-HK

2-HK PDC-2-HK* P-PDC-2-HK SDC-2-HK* P-SDC-2-HK

3-HK PDC-3-HK* P-PDC-3-HK SDC-3-HK* P-SDC-3-HK

4-HK PDC-4-HK** P-PDC-4-HK SDC-4-HK** P-SDC-4-HK

6-HK PDC-6-HK** P-PDC-6-HK SDC-6-HK** P-SDC-6-HK

8-HK PDC-8-HK** P-PDC-8-HK SDC-8-HK** P-SDC-8-HK

12-HK PDC-12-HK** — SDC-12-HK** —

20-HK PDC- 20-HK** — SDC-20-HK** —

UP10 — P-PDC-2-HK — P-SDC-2-HK

2-HKIG — P-PDC-2-HK — —

2-HKIL — P-PDC-2-HK — —

3000 PDC-3000* — SDC-3000* P-SDC-1-HK

4000 — — — P-SDC-2-HK

5000 — P-PDC-2-HK — —

6000 — P-PDC-3-HK — —

1000 — — — P-SDC-1-HK

400 — — — P-SDC-2-HK

100 — P-PDC-1-HK — P-SDC-1-HK

600 — P-PDC-1-HK — P-SDC-1-HK

700 — P-PDC-1-HK — P-SDC-1-HK

2-RL — P-PDC-1-HK — P-SDC-1-HK

3-RL — P-PDC-2-HK — P-SDC-2-HK

2-ST — — — P-SDC-1-HK

3-ST — — — P-SDC-2-HK 

6-ST — P-PDC-4-HK — P-SDC-4-HK

8-ST — P-PDC-6-HK — —

10-ST — P-PDC-8-HK — —

3/8” PDC-2-HK* P-PDC-2-HK SDC-2-HK* P-SDC-2-HK

1/2” PDC-3-HK* P-PDC-3-HK SDC-3-HK* P-SDC-3-HK

3/4” PDC-4-HK** P-PDC-4-HK SDC-4-HK** P-SDC-4-HK

1” PDC-6-HK** P-PDC-6-HK SDC-6-HK** P-SDC-6-HK

*Brass      **Aluminum
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Dust Caps and Dust Plugs

Series HA 15000 ISO 7241-1 Series A

Series QA 29000 Flat Face

Series 96 Wing Nut

Series WA 56000 10,000 psi Thread-to-Connect

Series WA 10000 Refrigerant and Liquid Transfer




